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- (Weld to 1/4" steel top plate )

EXPLODED VIEW
SNOW PLOW LIFTING LEVER

The bar jack handle is welded at an angle to

avoid the truck’s bumper.
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Hole for 5/8" hinge pin

18 Steel pipe leg
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5/8"1x31/2"
Steel rod hinge pin
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(Weld to 18 pipe leg) }
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5/8"8 x 41/2" Steel rod lifting bar
(weld to top of square tube sleeve)
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- \lj R1/2"x21/2"x 5" Ilong Slquure tube sleeve

~_\ | (weld to plow blade)
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3/8"8 x 4" pin or holt

2" x 2" square tube support
(Length to plow blade height) ——>

Chain (weld to head of pin at one end
and the 21/2" x 21/2" square tube
sleeve at the other)

Steel R foot ‘
(weld to bottom of

2"x 2" square tube supporl)—%

EXPLODED VIEW
SNOW PLOW SUPPORT ASSEMBLY

61/2"

5/8 a

5/8"8 x 31/2" Steel rod hinge pin
1/4" Steel plate jaw
5/8"8 Lifting rod-4 1/2" long

l Cotter Key
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& Lever — oo —> ST 7 Plow frame
TOP VIEW - -
4"Plate
Snow plow lifting lever
— — 1
1" & ? 5" I:O Plow frame
1 Stelpipe | Plow stand sleeve VI
81/2"| |! (welded to frame)
SIDE VIEW | Pow stand
SNOW PLOW LIFTING LEVER 1 /4 Washer This snowplow jack is angled for balance.
& STAND ASSEMBLY
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